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AVR70.19L
Oprawa LEDOprawa LED

Typ AVR70.19L
GTIN 6418677622779
Nazwa Oprawa LED Ensto

Oprawa LED 8W
Opis AVR70-72 series of basic all-round

luminaires for both indoor and ourdoor
applications. The luminaires can be
mounted to the ceiling and to the wall.
Their material is shock-proof
polycarbonate. These luminaires are often
used for house numbering. In wall
mounting they can be equipped with the
snow-shield.

Producent Ensto Lighting Oy

BK i

Specyfikacje techniczne

WymiaryWymiary

Masa:Masa: 1 kg

Długość:Długość: 225 mm

Szerokość:Szerokość: 225 mm

Wysokość:Wysokość: 120 mm

TemperaturaTemperatura

Temperatura pracy:Temperatura pracy: -40 ... 25 °C

Parametry elektryczneParametry elektryczne

Power factor (cos f):Power factor (cos f): 0.87 

Voltage:Voltage: 230 V

KolorKolor

Kolor:Kolor: Biały 

FeaturesFeatures

Źródło światła:Źródło światła: LED 8W 
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Ze żródłem światła:Ze żródłem światła: X 

MechanicalMechanical

Odporność na udar:Odporność na udar: - 

RatingsRatings

Napięcie znamionowe:Napięcie znamionowe: 230 V

Stopień ochrony:Stopień ochrony: IP44 

Częstotliwość pracy:Częstotliwość pracy: 50/60 Hz 

Protection class:Protection class: II 

ETIM 7:ETIM 7: EC002892 Ceiling-/wall luminaire 

Oprawy oświetleniowe info

Luminaire specific informationLuminaire specific information

Control:Control: - 

Lamp base:Lamp base: LED-mod 

Glow wire rating:Glow wire rating: 960 °C 

Light source qty and power (W):Light source qty and power (W): 1x8 

Light source (ILCOS):Light source (ILCOS): DS 

Light source:Light source: LED 

Materials:Materials:  

Optics:Optics: Opal diffuser 

Installation:Installation: Ceiling/wall 

IN-OUT- looping:IN-OUT- looping: Continous 

Electrical connection, cable size:Electrical connection, cable size: 4x2,5 

Electrical connection, connector type:Electrical connection, connector type: Screw terminal 

Colour temperature:Colour temperature: 4000 K

Color rendering index:Color rendering index: Ra>80 

LED-module luminous flux:LED-module luminous flux: 850 lm

LED-luminaire luminous flux:LED-luminaire luminous flux: 560 lm

LED-module lifetime (L70):LED-module lifetime (L70): 60000 h

Connected load:Connected load: 8 W

LED-module changeablilty:LED-module changeablilty: Yes 

LED-luminaire efficacy:LED-luminaire efficacy: 70 lm/W

McAdam rate, SDCM:McAdam rate, SDCM: 4 

ETIM

ETIMETIM

Colour rendering index CRI:Colour rendering index CRI: 80-89 

With air slots:With air slots: false 

Nominal voltage:Nominal voltage: 230 V

Suitable for surface mounting:Suitable for surface mounting: true 

Colour housing:Colour housing: White 

Protection class:Protection class: II 

With movement sensor:With movement sensor: false 
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Height/depth:Height/depth: 120 mm

Control gear included:Control gear included: true 

Length:Length: 225 mm

Material housing:Material housing: Plastic 

Light sharing:Light sharing: Symmetric 

Light outlet:Light outlet: Direct 

Suitable for wall mounting:Suitable for wall mounting: true 

Suitable for built-in mounting:Suitable for built-in mounting: false 

Material cover:Material cover: Plastic, opal 

Suitable for emergency lighting:Suitable for emergency lighting: false 

Suitable for light line configuration:Suitable for light line configuration: true 

Voltage type:Voltage type: AC 

Suitable for ceiling mounting:Suitable for ceiling mounting: true 

Suitable for suspended mounting:Suitable for suspended mounting: false 

Beam angle:Beam angle: Open beam/diffuse 

With light source:With light source: true 

Covering of the luminaire with thermallyCovering of the luminaire with thermally
insulating material possible:insulating material possible:

true 

Luminaire with limited surfaceLuminaire with limited surface
temperature, sign "D“:temperature, sign "D“:

false 

Rated luminous flux acc. IEC 62722-2-1:Rated luminous flux acc. IEC 62722-2-1: 560 lm

Lamp type:Lamp type: LED exchangeable 

Suitable for number of lamps:Suitable for number of lamps: 1 

Width:Width: 225 mm

Type of control gear:Type of control gear: LED operating device voltage-controlled 

Degree of protection (IP):Degree of protection (IP): IP44 

Fit for monitor workplace acc. EN 12464-1:Fit for monitor workplace acc. EN 12464-1: false 

Type of grid:Type of grid: None 

Colour temperature:Colour temperature: 4000 K

Max. system power:Max. system power: 8 W

Colour of light:Colour of light: White 

With light sensor:With light sensor: false 

Opakowanie

OpakowanieOpakowanie

Unit:Unit: PCS 

Size:Size: 1 

Length:Length: 230 mm

Width:Width: 235 mm

Height:Height: 130 mm

Weight (net):Weight (net): 1 kg

Weight (brt):Weight (brt): 1.17 kg

Volume:Volume: 7.03 

Pallet packagePallet package

Unit:Unit: PCS 
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Size:Size: 90 

Length:Length: 1200 mm

Width:Width: 800 mm

Height:Height: 1030 mm

Volume:Volume: 989 
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